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Electronic signature pad and integrated �ngerprint sensor.

Touchpad
Passive stylus
Optical Sensor

6.2” x 6.3” x 1.9”
157.5 x 160 x 48.3mm

4.4” x 1.3”
112 x 33mm

377 points per second

410 true points per inch
512 dpi

Updates are provided free of charge

Forensic-quality .SIG data capable of 
examination and authentication with Topaz 

1-year

Non-working units OUTSIDE of initial warranty will 
be repaired, cosmetically refurbished and given a 
new 1 year warranty. Customer bears shipping costs 
to factory, factory pays return shipping. 
This service paid for at time of repair

Signatur e Sensor Type
Pen Type

 Sensor Type

Dimensions

Signing A rea

Data conversion rate

Signatur e Resolution
ID Sensor Resolution

Support

Authen tication capabilit y

Warranty

Optional Renewable Warranty

Procare Software combines Topaz’s trusted electronic signa-
ture technology with a state-of-the-art electronic �ngerprint 
touchpad sensor. This system is perfect for applications in 
which high-quality, high-resolution �ngerprint imaging is 
required. Fingerprint veri�cation also included in software 
toolkit. Powerful bundled software includes SigPlus® tools 
and plug-ins for signature capture and SigIDp™ software for 
�ngerprint imaging, capture, recognition, and scoring. 
Featuring a patent-pending design that allows ergonomic 
and natural �nger and thumb scanning from the front of the 
pad without awkward movement. The LCD provides elec-
tronic ink under the pen tip as you are signing.
 

Electronic Signature  Capture & BIO ID Pad


